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D × H 
(mm)

ADAM12W
BASIC

12 W 70×SMD2835 1.200 lm 3000/4000/6500 K 320 × 82,5
–

A+
ADAM16W 16 W 91×SMD2835 1.600 lm 3000/4000/6500 K 320 × 82,5 A+

ADAMS12W 12 W 70×SMD2835 1.200 lm 3000/4000/6500 K 320 × 82,5
–

A+

ADAMS16W 16 W 91×SMD2835 1.600 lm 3000/4000/6500 K 320 × 82,5 A+

ADAME13W
Li-FePo

13 W/2 W 74×SMD2835 1.200 lm/140 lm 3000/4000/6500 K 320 × 82,5
1 h

A+

ADAME17W 17 W/2 W 95×SMD2835 1.600 lm/140 lm 3000/4000/6500 K 320 × 82,5 A+

ADAMSE13W

   
Li-FePo

13 W/2 W 74×SMD2835 1.200 lm/140 lm 3000/4000/6500 K 320 × 82,5
1 h

A+

ADAMSE17W 17 W/2 W 95×SMD2835 1.600 lm/140 lm 3000/4000/6500 K 320 × 82,5 A+

3000 K 4000 K 6500K

3-2.000

luxLi-FePo
10s–12min
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ADAM..

ADAM..

ADAMSE

2- 4 m

1 - 6 m D H
IP 54

Više informacija kod naših distributera!

42000 VARAŽDIN, Optujska 85  •  Tel: 042/204-241
www.traconelectric.com  •  tracon@tracon.hr  •  nabava@tracon.hr

Plastična nadgradna LED svje-
tiljka s pojačanom zaštitom ADAM


